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It is often implied that the force density formula dF/dV5JˆB is all that is required to calculate the
force that would be experienced by any stationary current-carrying medium in a region of space
containing a magnetic field. However, representations of this formula are not all compatible, and the
methods of applying such formulas when the conductor or surrounding medium have permeabilities
different from vacuum are not widely known. The simplest case that one might consider is that of
a current-carrying wire in an otherwise uniform field. It appears that the experimental measurements
corresponding to such a situation have not been carried out for permeable media, and these results
are reported here. The permeability and current can cause substantial changes in the field
distribution from its background form, but the total force per unit length on the wire remains
compatible with the formula IˆB0 , with I being the conduction current and B0 being the flux
density that was present before the permeable current-carrying wire was introduced. © 2002
American Association of Physics Teachers.
@DOI: 10.1119/1.1424265#
I. INTRODUCTION
There is an abundance of modern literature on electromag-
netics, yet there remain ambiguities concerning the form and
use of the force equations. One of the simplest experiments
that one might imagine for testing a force formula for con-
ducting media involves measurements on a current-carrying
wire in an otherwise uniform magnetic field. Such measure-
ments would be helpful to clarify discrepancies between the-
oretical models for the case that either the wire or the sur-
rounding medium has a permeability different from the
permeability of free space. In this study we have considered
several models and measured the force on a permeable
current-carrying wire in a magnetic field.1 This fundamental-
sounding subject seems not to have been explored experi-
mentally, and the results provide insight into the validity and
use of various force formulas. The experimental setup de-
scribed here should also be adaptable to other measurements
involving weak electric or magnetic forces in the presence of
other substantial fields.
A brief sketch of some of the earliest studies of forces on
moving point charges and currents is given in Sec. II. It is
seen that these results are ambiguous, and previous experi-
mental tests relating to volume currents have involved media
with near-vacuum permeabilities. The electromagnetic fields
in the vicinity of a current-carrying wire are reviewed in Sec.
III, and the implications of these fields for the forces on the
conductors are also considered. Experimental force measure-
ments on wires of different permeabilities are reported in
Sec. IV. The measurements agree with the most familiar
force laws only if one ignores contributions to the magnetic
field arising from the current and permeability of the wire.
Certain more advanced interpretations are, however, in
agreement with the experimental results.
II. BACKGROUND
Formulas for the forces on current-carrying conductors in
magnetic fields were discussed by Maxwell as part of his
comprehensive studies of electricity and magnetism, pub-
lished in 1873. Maxwell’s results included an expression for
the force on a circuit element carrying a current I in a region
of magnetic flux density B. In modern notation his formula
for the force per unit length acting on the line current can be
written in the form2
dF
dl 5IˆB. ~1!
As an alternative to charged fluid interpretations of current
flow, some researchers proposed that electric currents might
represent the flow of discrete electrical charges. Based on
studies of currents in evacuated tubes, C. F. Varley suggested
in 1871 that cathode rays consisted of streams of negatively
charged particles.3 This hypothesis was supported in further
studies by A. Schuster in 1884.4 He showed that the force on
a charged particle moving perpendicular to the magnetic field
would cause the particle to be deflected into a circular tra-
jectory, and in modern notation his results would correspond
to the formula
F5qvˆB, ~2!
where q is the charge on the particle. Theoretical studies of
the magnetic force on moving electric charges were also car-
ried out by J. J. Thomson in 1881.5 O. Heaviside in his 1889
investigations of this subject referred to the force on a cur-
rent element or point charge as Maxwell’s electromagnetic
force.6 In 1890 Schuster combined the magnetic force for-
mula with the centripetal force formula and detailed cathode
ray deflection experiments to obtain an estimate of the
charge-to-mass ratio of a cathode ray particle ~electron!.7
Without referencing earlier work, Lorentz in 1895 also
argued that charge and current effects result from the exis-
tence and motion of small negatively charged particles.8 He
considered that all fields exist in empty space ~ether!, and
within this space there is only one electric vector ~he chose
electric displacement D rather than electric field E! and one
magnetic vector ~he chose H rather than B!. Like Schuster,
he recognized that an electric charge in motion may be acted
on by a force proportional to its velocity and directed at right
angles to it. In modern notation Lorentz’s equation for the
force acting on a point charge would be written in the form
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F5qvˆm0H, ~3!
where m0 is the permeability of free space. In vacuum the
magnetic field vectors are connected by the simple relation-
ship B5m0H, so the force laws given in Eqs. ~2! and ~3! are
equivalent for this special case. Lorentz also understood that
a continuous stream of electrons would correspond to a cur-
rent, and the force per unit length acting on a current element
would be governed by8
dF
dl 5Iˆm0H. ~4!
In vacuum this result is equivalent to Eq. ~1!.
The most striking feature of the force equations for point
charges and line currents is their inconsistency for media
having other than vacuum permeability. In some ferromag-
netic materials, for example, the discrepancy between m0H
and B can be several orders of magnitude. It was considered
appropriate to resolve this discrepancy by means of experi-
ment. Starting in 1931, several experiments were undertaken
involving the transmission of electrons and other particles
through magnetic media.9–17 These experiments have been
interpreted to demonstrate that for particles not moving too
slowly, the B form of the force law given in Eq. ~2! is cor-
rect.
The force formulas have generalizations to other current
density distributions. The corresponding results for a volume
current density J would seem to be either
dF
dV 5JˆB ~B form!, ~5!
or
dF
dV 5Jˆm0H ~H form!, ~6!
where dF/dV now represents the force per unit volume.
These formulas appear widely in the literature. Although Eq.
~2! may often be usable for the propagation of isolated par-
ticles through magnetic media, it doesn’t follow that the cor-
responding formula for macroscopic current densities should
also be valid in the form given in Eq. ~5!. As discussed
below, other procedures have also been proposed for deter-
mining the force on current-carrying media in magnetic
fields. Thus, an experimental test of these procedures would
seem to be appropriate, and such a test is one of the main
purposes of this study. By analogy, experiments were also
necessary to determine whether the couple on a bar magnet
in a magnetic field depends on H or on B.18
III. FIELDS AND FORCES
The experimental configuration of interest here is shown
in schematic cross section in Fig. 1. A wire carrying a uni-
form current density directed into the plane of the figure is
centered between two parallel and identically oriented per-
manent magnets. If the spacing between the magnet faces is
small compared to their transverse dimensions, the field be-
tween the faces would, in the absence of the wire, be ap-
proximately uniform, and fringing and external field effects
can be neglected. Furthermore, if the wire diameter is small
compared to the magnet spacing, this configuration corre-
sponds approximately to a current-carrying wire in an other-
wise uniform magnetic field. When the current flows through
the wire, it will experience a force in the up or down direc-
tion, while a force in the opposite direction is experienced by
the magnets. This arrangement provides a relatively simple
means for investigating the force law for a current-carrying
permeable medium in a magnetic field, and it corresponds
directly to the experiment described in Sec. IV.
To carry out a field calculation for the configuration shown
in Fig. 1, it is first necessary to establish an appropriate co-
ordinate system. The rectangular and cylindrical coordinates
to be used here are indicated in the sketch given in Fig. 2.
The z axis corresponds to the axis of the wire and is directed
out of the plane of Fig. 2. The inside of the conductor is
region 1, and the outside is region 2. Most of the analysis
would typically be carried out in a cylindrical coordinate
system, but rectangular coordinates are helpful in interpret-
ing the uniform fields that sometimes occur.
The field at large distances is assumed to be constant, and
we express this field in the form
H‘5H0ix . ~7!
In cylindrical coordinates H‘ is
H‘5H0~ ir cos f2if sin f!. ~8!
Fig. 1. Representation of a cylindrical wire carrying a current across the
nearly parallel field lines between two permanent magnets. The letters s, t, d,
and h denote the spacing, thickness, depth, and height of the magnets, re-
spectively.
Fig. 2. Rectangular and cylindrical coordinate systems for studying the
magnetic fields and forces in the vicinity of a current carrying wire in an
external magnetic field. Region 1 is inside of the wire, and region 2 is
outside.
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From Maxwell’s equations, the magnetic fields in the two
regions due only to the distant external sources can be writ-
ten as
H1 ext5ir
2m2
m11m2
H0 cos f2if
2m2
m11m2
H0 sin f
5ix
2m2
m11m2
H0 , ~9!
H2 ext5irS 11 m12m2m11m2 a
2
r2
DH0 cos f
2ifS 12 m12m2m11m2 a
2
r2
DH0 sin f . ~10!
The second form of Eq. ~9! shows that for this case the
internal field is uniform and in the same direction as the
externally applied field. It is also clear from these results that
if the internal and external permeabilities are equal (m1
5m2), the field is uniform everywhere. If the external per-
meability is small compared to the permeability of the wire
(m2!m1), the magnetic field inside the wire is small com-
pared to the magnetic field far away, while the flux density
inside is twice as large as the flux density at large distances.
On the other hand, if the permeability of the wire is small
compared to the permeability outside (m2@m1), the field in
the wire is twice the field far away while the flux density
inside is small compared to the flux density at large dis-
tances.
The magnetic fields due to the current in the conducting
region may also readily be found. If the current density is
uniform over the cross section of the conductor, the current-
caused field inside is given by
H1cur5if
rJ
2 , r,a , ~11!
while the corresponding field outside is
H2cur5if
a2J
2r , r.a . ~12!
If we combine Eqs. ~11! and ~12! with Eqs. ~9! and ~10!
for external field sources, we find that the total field every-
where is given by
H15ir
2m2
m11m2
H0 cos f1ifS rJ2 2 2m2m11m2 H0 sin f D
5ix
2m2
m11m2
H01i0
rJ
2 , ~13!
H25irS 11 m12m2m11m2 a
2
r2
DH0 cos f
1ifFa2J2r 2S 12 m12m2m11m2 a
2
r2
DH0 sin fG . ~14!
Having the magnetic fields in the vicinity of a current-
carrying wire, it should be possible to calculate the magnetic
forces acting on that wire. These calculations can be done in
various ways, and we consider first the possibilities implied
in Sec. II. In the simplest situations the wire and the sur-
rounding medium both have permeabilities close to that of
free space, m0 . Copper, for example, has a permeability of
about mcopper50.999 991m0 , while the permeability of air is
about mair51.000 000 4 m0 .19 This case corresponds to the
experiments of Ampere and his successors. The force laws
given in Eqs. ~5! and ~6! are essentially identical for these
media. With Eq. ~5! or ~6! for the force density and Eq. ~13!
for the magnetic field ~with m25m15m0!, the total force per
unit length acting on the cylindrical wire would seem to be
dF
dl 5E0
2pE
0
a dF
dV r dr df5iypa
2Jm0H05iyIm0H0 ,
~15!
where I5pa2J is the total current in the wire.
Real wires would have permeabilities that are at least
slightly different from m0 , and most books on electromag-
netics state without qualification that the force density on a
current-carrying medium in a magnetic field is given by Eq.
~5!. If one uses Eq. ~5! for the force density with Eq. ~13! for
the field, then Eq. ~15! for the total force per unit length
would be replaced in this analysis by the result
dF
dl 5iyI
2m1m2
m11m2
H0 . ~16!
On the other hand, if we use Eq. ~6!, the force per unit length
would be
dF
dl 5iyI
2m0m2
m11m2
H0 . ~17!
Clearly, these formulas differ substantially from each other
and from Eq. ~15! for a macroscopic permeable conductor.
Other more complicated but less known formalisms for
determining the force on permeable current-carrying media
have also been developed, but their relevance and accuracy
have also not been established in the laboratory. In energy-
based models the forces are derived by means of stress ten-
sors, and one finds from such treatments that the force den-
sities given above need to be supplemented with terms
resulting from spatial variations of the permeability. For the
particular case of a wire in a magnetic field, the permeability
may change abruptly at the wire surface resulting in substan-
tial surface forces. Inclusion of these forces suggests that the
force per unit length, IˆB0 , should still be correct even if
the wire has a nonvacuum permeability.1,20,21
The magnetic forces can also be calculated if the magnetic
medium is represented as a distribution of magnetic poles,
dipoles, or magnetization currents.22–25 In the magnetization
current picture, for example, one adopts the point of view
that all of the magnetic effects of the medium result from the
real conduction currents together with bound currents repre-
senting the microscopic dipole moment density. As the total-
ity of these currents is used to calculate the magnetic field,
one may in a self-consistent way include this same total cur-
rent in the force density equation. Using this approach, one
finds that the modifications to the force density resulting
from changes in the field and current distributions all cancel.
Thus, the force per unit volume of Eq. ~5! also leads to the
force per unit length in the form IˆB0 , provided that J in
Eq. ~5! is now the sum of the conduction current and the
magnetization current. Equivalent results may also be ob-
tained if the magnetization is represented as a distribution of
magnetic poles or dipoles.24,25 Given these varied results and
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interpretations, experimental measurements would seem to
be a reasonable step toward identifying or confirming a cor-
rect procedure.
IV. EXPERIMENT
The essence of our experimental setup is shown in Fig. 1.
A cylindrical current-carrying wire passes between two par-
allel neodymium–iron magnets. As discussed above, the re-
sulting interaction will cause the wire to be pulled up and the
magnets down or vice versa, depending on the relative direc-
tions of the current and the magnetic field.
Because of additional complicated forces if the current-
carrying wires are flexed or under stress in the measurement
process, we have chosen to have the wires anchored while
the force on the magnets is measured. Also, to minimize
uncertainties that might occur with other types of force-
measuring apparatus operating near intense magnetic fields,
our setup is based on a modified version of a knife-edge
balance with which all parameters can be monitored and ad-
justed. This system has the desirable features of allowing
null measurements with only a single degree of freedom, so
that any undesirable forces can readily be balanced out. Spe-
cifically, we have started from a Model 311 Ohaus Cent-O-
Gram four-beam balance having a sensitivity of 0.01 g. Our
principal modifications include adding a larger base support-
ing the wire positioning system, and replacing the sample
pan with an adjustable support for the two magnets. The wire
positioning system includes Newport translation stages for
precise placement and orientation of the tensioned wire. The
magnet support on the balance allows vertical adjustment of
the magnet pair with respect to the end of the beam. The
magnet adjustment arrangement and the horizontal motion of
the sliding weights are represented schematically in Fig. 3.
The vertical magnet adjustment provides two important
functions with respect to the balance sensitivity. Varying the
height of the magnets varies the height of the center of mass
of the overall balance assembly, and higher mass tends to
bring greater sensitivity. However, if the center of mass is
higher than the knife-edge support, the balance becomes un-
stable. This adjustment also allows compensation because
the magnet faces are flat while they rotate in a circular mo-
tion about the knife-edge balance axis. Thus, rotation in ei-
ther direction moves the wire closer to the right-hand magnet
and farther from the left-hand magnet in Fig. 3. If the wire
has a permeability that is large compared to vacuum (m
@m0), the field structure of the magnets will, with rotation,
cause a slight excess attraction toward the nearer right-hand
pole face. This attraction with increasing angular displace-
ment can also tend to destabilize the balance. This destabili-
zation is compensated by lowering the magnet assembly on
the balance arm, and in our experiments the magnet position
was chosen in a way that retains the overall 0.01-g sensitivity
of the balance readings. Note that in our experimental imple-
mentation of the setup shown in Fig. 3, the distance between
the wire and the knife-edge balance point is different from
the original distance between the balance pan support and the
knife edge. This difference would lead to a systematic error
in the absolute mass calibration of the balance. However, this
error wouldn’t affect our principal conclusions, and it is cor-
rected with an obvious rescaling of the mass readings.
We have performed several measurements with this sys-
tem using wires of various sizes and compositions and vari-
ous currents. In principle though, only two measurements are
needed to distinguish between the force formulas for a per-
meable current-carrying wire in a magnetic field. The first
measurement could use, for example, a copper wire (m
’m0) and would serve as a reference to experimentally cali-
brate the magnets and balance. The second measurement
could use a steel wire (m@m0) to establish the correct force
formula for permeable media. To better understand our ex-
periments, it may be useful to indicate the actual numerical
values for the parameters involved.
The magnets have a thickness in the direction parallel to
the balance beam of 15.0 mm, a depth perpendicular to the
beam of 20.0 mm, and a height of about 27.5 mm. The cop-
per wire used in the calibration experiments described below
has a diameter of about 0.406 mm. This wire is positioned at
a distance from the knife edge that is chosen to be 2.00 times
the original distance of the balance pan support. Thus, any
mass measurements read from the beams’ sliding weights
should be scaled down by a factor of one-half. A second set
of measurements was performed with a steel wire having a
diameter of about 0.257 mm. Because of its high permeabil-
ity, the steel wire is drawn very strongly into regions of high
magnetic field. Consequently, adequate tensioning and care-
ful initial positioning adjustments are required to zero out
forces due to any slight fringing effects of the fields.
Results from these two sets of measurements are shown in
Fig. 4. The mass values determined from the balance read-
ings ~before scale correction! are plotted as a function of the
current through the wire for the copper and steel wires. The
most obvious implications of this figure are that the force
varies linearly with the current and that there is little or no
difference between the results obtained for copper and for
steel. Thus, the force is always in agreement with the for-
mula IˆB0 , where B0 is the flux density that was present
before the permeable wire was introduced. It may be noted
that our ability to set the current at multiples of 100 ma is
accurate to about 1%, while the reading accuracy of the bal-
ance is about 0.01 g. In view of these uncertainties, the small
discrepancies in Fig. 4 between the results for copper and
steel are not significant.
V. CONCLUSION
In this study we have considered the problem of the forces
on a cylindrical conductor with nonvacuum permeability in
Fig. 3. Schematic representation of a modified balance for measuring the
force on the magnets at the left due to the current carrying wire between
them. The arrows indicate the motions associated with the use of this bal-
ance. The vertical arrows indicate the up and down sensitivity adjustment of
the magnets with respect to the balance beam, and the curved arrows suggest
the possible angular motion of the beam on the knife-edge fulcrum as bal-
ance is being achieved with right and left adjustments of the weights on the
right-hand arm of the balance. The state of the balance is read from the
independently supported scale on the right.
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an externally applied magnetic field. Based on most modern
electromagnetics texts, it would appear that these forces may
be fully described starting from the formula dF/dV5JˆB or
possibly dF/dV5Jˆm0H. The background of these equa-
tions has been reviewed, and their implications for a wire in
a magnetic field have been treated in detail. Because these
and other models do not appear to be fully compatible, we
also have carried out experimental investigations of these
formulas for permeable conductors.
Our experiments reveal clearly that the above formulas
with their generally implied interpretation are both inad-
equate except for free space permeabilities, and it is unfor-
tunate that they are so widely and uncritically presented.
That the force should vary linearly with current is in agree-
ment with all of the models described in Sec. III. On the
other hand, Eq. ~5! as written only yields the correct result if
the flux density in the formula is assumed to have the value
that was present before the permeable current-carrying wire
was introduced, and while not obvious for macroscopic me-
dia, this requirement is seen to be analogous to the way in
which the point charge force formulas are employed.
Other theoretical models have also been developed for the
study of forces on current-carrying media, and some of these
models yield results that are in complete agreement with our
experiments. Thus, in some treatments the current density in
the force formulas is understood to include magnetization
currents in addition to conduction currents, while in others
the force formulas themselves are modified to include the
effects of permeability gradients which then lead to surface
forces. Tensor methods have also proven to be effective for
calculating the forces on conductors. The experiments re-
ported here provide a means for excluding incorrect force
formulas or interpretations.
As a final note, it may be observed that the bound currents
in the magnetization current model for the magnetic proper-
ties of a medium do not necessarily correspond to actual
physical electric currents. At the atomic level, magnetic
properties result both from charge motion and from the mag-
netic dipole moments associated with the intrinsic spins of
the constituent fundamental particles. Thus, ferromagnetic
polarization is due largely to electron-spin magnetic
moments.26 At this more fundamental level, semiclassical
electric current and dipole moment densities for the electrons
can be derived from the wave function solutions of Dirac’s
equation,27 and these densities can then be incorporated into
Maxwell’s equations for the calculation of microscopic or
macroscopic fields. At a still smaller level, proton magneti-
zation is now understood to be due in part to the spins of the
constituent quarks and gluons as well as to motion of the
electrically charged quarks.28
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